CODE

40X120 — 15,75"x47,24" | 40X80 — 15,75"X31,50"

CARACTERISTICAS TECNICAS / TECHNICAL CHARACTERISTICS

Chemical Resistance

Acids and Alkalis

(Low concentration)

Acids and Alkalis

(High concentration)

Stain Resistance

Mechanical
Resistance

Strength Water
Resistance Absorption
Abrasion
Stage
Colour
.. Ammonia Hydrochloric | Citric Acid | Potassium | Hydrochloric Lactic Potassium Tracing Chemical Filmic Frost Bending
PENDULUM|  RAMP Chloride Hydroxide Acid Acid Hydroxide Action Oxidize Action Resistance | Resistance
BARE FOOT ‘Action
Sand 8 4 2100 1 <0,5% GA GLA | GLA | GLA | GHA GHA 5 5 5 RESISTE | >35N/mm2
40X80
Silver 8 4 2100 1 <0,5% GA GLA | GLA | GLA | GHA GHA 5 5 5 RESISTE | >35N/mm2
EMBALAJE / PACKING LIST
Sgm / Box Sqgm / Pallet
Pcs / Box (aprox.) Kg / Box Boxes / Pallet (aprox.) Kg / Pallet Inches
40X120 3 1.44 28 28 40.32 784 15,75"X47,24"
40X80 4 1.28 29.5 40 51.2 1180 15,75"X31,50"
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